GENERAL NOTES:

1. ALL MATERIALS AND CONSTRUCTION METHODS SHALL BE IN COMPLIANCE WITH THE REGULATIONS OF THE
BUILDING CODE OF THE CITY OF NEW YORK.

2. NO WORK SHALL COMMENCE WITHOUT THE ISSUANCE OF THE REQUIRED PERMITS BY THE COMMISSIONER.

3. THE CONTRACTOR SHALL COMPLY WITH THE PROVISIONS OF SUBCHAPTER THREE ARTICLE SEVEN AND
RS-19 REGARDING THE SAFETY OF PUBLIC AND PROPERTY DURING BUILDING OPERATIONS.

4. ALL NOTES, DIMENSIONS, DETAILS AND JOB CONDITIONS ARE TO BE VERIFIED IN THE FIELD PRIOR TO THE
COMMENCEMENT OF WORK. ANY DESCREPENCIES SHALL BE IMMEDIATELY PRESENTED TO THE ENGINEER

FOR SUBSEQUENT DIRECTION. 7 3/4" DIA.

5. DRAWINGS SHALL NOT BE SCALED, DIMENSIONS ARE TO BE USED ONLY. E?"STBISSK BOLTS @ S

6. NO FOUNDATION OR EARTHWORK PERMIT SHALL BE ISSUED UNLESS AND UNTIL AT LEAST FIVE DAYS PRIOR T T
WRITTEN NOTICE OF THE PERMIT APPLICATION SHALL HAVE BEEN GIVEN BY THE APPLICANT TO THE OWNERS R \\ Y /
OF ALL ADJOINING LOTS, BULDINGS AND SERVICE FACILITIES WHISH MAY BE AFFECTED BY THE PROPOSED e / N ) v |/

FOUNDATION WORK OR EARTHWORK OPERATIONS.

7. ALL FOUNDATION AND EARTHWORK OPERATIONS SHALL BE PERFORMES IN ACCORDANCE WITH THE
REQUIREMENTS OF SUBCHAPTERS ELEVEN AND NINETEEN OF THE CODE: AND ALL LOTS, BUILDINGS AND
SERVICE FACILITIES ADJOINING THE FOUNDATION AND EARTHWORK AREAS SHALL BE PROTECTED AND
SUPPORTED IN ACCORDANCE WITH THE REQUIREMENTS OF SUBCHAPTER ELEVEN AND NINETEEN OF THE CODE
AND SUBCHAPTER SEVENTEEN OF CHAPTER ONE OF TITLE TWENTY SIX OF THE ADMINISTRATIVE CODE.
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1. CONSTRUCTION WILL BE CONFINED TO THE AREA OF WORK AND WILL NOT CREATE DUST, DIRT OR
OTHER SUCH INCONVENIENCES TO OTHER TENANTS WITHIN THE BUILDING.

2. CONSTRUCTION OPERATION WILL NOT BLOCK HALLWAYS OR MEANS OF EGREES FOR TENANTS OF
THIS BUILDING.

3. CONSTRUCTION WILL NOT INVOLVE INTERRUPTION OF HEATING, WATER, ELECTRICAL, GAS, SPRINKLER,
TO OTHER TENANTS OF THE BUILDING, UNLESS PRIOR NOTIFICATION IS MADE TO THE OWNER AND
APPROVAL SECURED FROM SAME.

4. CONSTRUCTION OPERATIONS WILL BE CONFIRMED TO NORMAL BUSINESS HOURS OF 8 A.M. TO 5 P.M.
MONDAYS THROUGH FRIDAYS, EXCEPT LEGAL HOLIDAYS. / 4

5. ALL PRECAUTIONS TO BE OBSERVED IN THE BUILDING TO MAINTAIN FIRE SAFETY DURING MASON RY WALL |_| NTEL DTL \ B EAR' NG PLATE DETA| L \
CONSTRUCTION.

6, THE STRUCTURAL INTEGRITY OF THE BUILDING TO BE PROTECTED AT ALL TIMES AND NOT TO BE SCALE: N.T.S. SCALE: N.T.S.

DISTURBED.

7. CONSTRUCTION NOISE WILL BE KEPT TO A MINIMUM AND CEASE AFTER NORMAL WORKING HOURS.

8. BUILDING SECURITY TO BE MAINTAINED TO PREVENT UNAUHORIZED PERSONS, FROM ENTERING THE
CONSTRUCTION AREA.

9. FLOORS SHALL NOT BE OVERLOADED WITH CONSTRUTION MATERIAL BRYON THAT PERMITTED.

10. THERE WILL BE NO ONE OCCUPYING THE AREA OF WORK, TO BE RENOVATED, DURING THE
COURSE OF THE CONSTRUCTION WORK.

11. BEFORE SPEINKLER SYSTEM IS TURNED OFF THE FIRE DEPARTMENT IS TO BE NORIFIED.
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1. THE CONTROLLED INSPECTION ARCHITECT OR ENGINEER SHALL RETAIN A COPY OF THE DOCUMENTS DESCRIBED 1/4"x3'x3' POATE JOIST HANGER
IN SECTION 16-01 (b) IN HIS OFFICE AND SHALL PROVIDE A COPY TO THE CONTRACTOR AND OR OWNER TO
BE KEPT AT THE CONSTRUCTION SITE.

2. THE CONTROLLED INSPECTION ARCHITECT OR ENGINEER SHALL DETERMINE THE FREQUENCY OF THE = G
INSPECTIONS NEEDED AND WHETHER HE OR SHE SHOULD INSPECT THE SITE PERSONALLY OR SEND A PERSON W12x %
UNDER HIS OR HER DIRECT SUPERVISION. AT A MINIMUM, THE SITE MUST BE INSPECTED TWICE, ONCE AT
A PRE-CONSTRUCTION MEETING WITH THE CONTRACTOR AND ONCE DURING CONSTRUCTION OPERATIONS.

3. THE CONTROLLED INSPECTION ARCHITECT OR ENGINEER, FOR EACH JOB WHICH REQUIRES SUBMISSION OF A
TR-1 PURSUANT TO SELECTION 16-01 (a)(ii), SHALL MAINTAIN A LOG IN HIS OR HER OFFICE WHICH INCLUDES EXISTING Eé'gTr'NG TIMBER
THE FOLLOWING: 4"X14" @ 12"0.C}

a. ADDRES OF THE PREMISES, JOB NUMBER, CONTRACTOR NAME AND ADDRESS, AND
b. DATE AND TIME OF EACH INSPECTION INCLUDING
1. NAMES OF PERSONNEL WHO INSPECTED THE SITE,
2. ANY SIGNIFICANT OBSERVATIONS OR INSTRUCTIONS GIVEN RELATING TO ANY OF THE FOLLOWING:
a. DEVIATIONS FROM THE DOCUMENTS DESCRIBED IN SECTION 16-01 (d):
b. ANTICIPATED FIELD CONDITIONS:
c. PROPER EXECUTION OF WORK:
d. GOOD ENGINEERING PRACTICE:

- SAFE JOB.SITE CONDITIONS: 4/’§ECTION \ 9 /’15ETAIL \
f. PRECAUTIONS TAKEN TO MAINTAIN SAFE CONDITIONS IF WORK IS STOPPED FOR ANY REASON

c. THE DATE OF PARTICIPANTS IN ANY CONVERSATIONS WITH THE CONTROLLED INSPECTION ARCHITECT OR SCALE: N.T.S. SCALE: N.T.S.
ENGINEER OCCURING OFE-SITE AND RELATING TO ANY SIGNIFICANT OBSERVATIONS OF INSTRUCTIONS
SPECIFIED IN SECTION 16-01 (e)(ii) (b) (1) THROUGH (6).
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. ALL STRUCTURAL STEEL WORK SHALL CONFORM TO SECTIONS AND REFERENCE STANDARDS OF
THE NEW YORK CITY BUILDING CODE. (SECTION 27-614, RS 10-5).

. ALL NEW STRCUTURAL STEEL SHAPES SHALL CONFORM TO ASTM A-50, IN ACCORDANCE
WITH THE AISC MANUAL OF STEEL CONSTRUCTION, 9TH EDITION, UNLESS OTHERWISE NOTED.

3. ALL STRUCTURAL STEEL SHAPES SHALL RECEIVE TWO COATS OF PAINT, ZINC OR BITUMINOUS
COATING OR EQUIVALENT METAL PROTECTION BEFORE ERECTION. SURFACES OF STRUCTURAL
STEEL WITHIN 2 INCHES OF FIELD WELDS SHALL BE FREE OF PROTECTIVE COATINGS THAT
WOULD PREVENT PROPER WELDING OR PRODUCE QUESTONABLE FUMES. UPON COMPLETION
OF WELDING, SAID LOCATIONS SHALL BE FIELD PAINTED IN ACCORDANCE WITH THE
AFOREMENTIONED. ALL ABRASIONS TO, OR DETERIORATIONS OF, THE PROTECTIVE COATING N .

Existing Timber Joist
SHALL BE SPOT PAINTED. ———  (5) W8x31 DD 09.26.07

4. NO HOLES, COPES, OR CUTS OF ANY TYPE SHALL BE MADE TO FACILITATE ERECTION UNLESS ~ 5 ISSUE DATE
SPECIFICALLY SHOWN ON THE SHOP DRAWINGS OR AUTHORIZED IN WRITING BY THE ENGINEER. \ 3/8" PLATE |

5. STRUCTURAL STEEL SHALL BE STORED OUT OF CONTACT WITH THE GROUND, KEPT CLEAN, AND CONTINUOUS
IN GENERAL, PROTECTED AGAINST DAMAGE AND CORROSION. ANY BENDS, CRIMPS, OR EVIDENCE Existing TWber Joist
OF PERMANENT DEFORMATIONS SHALL BE STRAIGHTENED OR THE PIECE SHALL BE REJECTED. Back Blocking

6. HOLES FOR CONNECTIONS SHALL BE 1/16 INCH LARGER THAN THE NOMINAL DIAMETER OF
THE BOLT WHEN THE DIAMETER OF THE BOLT IS A 1/2 INCH OR LARGER, AND 1/32 INCH
LARGER THAN THE NOMINAL DIAMETER OF THE BOLT WHEN THE DIAMETER IS LESS THAN 1/2 INCH. NOTE: 1. WELD, SCREW, @ P.A.F. ATTACH BRIDLE HANGER TO BEAM

7. ALL WELDING WORK SHALL BE PERFORMED ONLY BY PERSONS WHO HAVE OBTAINED A 2. ATTACH BRADLE HANGER TO WEB OF JOIST
LICENSE QUALIFYING THEM TO PERFORM SAID WORK. WELDING SHALL CONFORM TO THE
STANDARDS SET FORTH BY THE AMERICAN WELDING SOCIETY. USE ONLY E70XX
ELECTRODES FOR ALL WELDING. ALL FIELD WELDING SHALL BE PERFORMED BY THE ELECTRIC
ARC PROCESS AND IS SUBJECT TO CONTROLLED INSPECTION.

8. THE STEEL CONTRACTOR SHALL FURNISH ALL AFFIDAVITS, MILL AND LABORATORY REPORTS AS

REQUIRED.

9. THE USE OF A CUTTING TORCH IN THE FIELD IS PROHIBITED.

10. ALL BEARING SURFACES AND CONNECTING PARTS SHALL BE MILLED TO ENSURE COMPLETE 5 LI NTEL SECTI ON CON N E CTlON TO WF B EAM D ETAI L
BEARING ON THE CROSS SECTION. SCALE- NTS. SCALE- NTS.

11. FRAMED BEAM TO COLUMN CONNECTIONS SHALL BE SELECTED TO SUPPORT ONE HALF
THE TOTAL UNIFORM LOAD CAPACITY AS SHOWN IN THE UNIFORM LOAD CONSTANT TABLES.
ALL FRAMED CONNECTIONS SHALL BE SELECTED USING TABLE I-A FOR A325-N, 7/8" EXISTING
DIAMETER HIGH STRENGTH BOLTS. TIMBER \

12. THE ENGINEER SHALL APPROVED ALL SHOP DRAWINGS PRIOR TO THE FABRICATION AND ISTS 50" 6" | 6" |6"| 6"

ERECTION OF STRUCTURAL STEEL. DN T /
13. STRUCTURAL STEEL SHALL BE ADEQUATELY BRACED ALONG ITS MAJOR AND MINOR AXIS g — — “’%
E‘—)’
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14. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD. N © b /
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BUILDING DEPARTMENT NOTES: \E/\;(,LSLTLING BRICK

. NO CHANGE IN USE, EGRESS, OCCUPANCY, ROOM COUNT, FIRE RATING OR STRUCTURE.
. THIS APPLICATION TO BE EXAMINED UNDER OLD BUILDING CODE. [ (4) W83
. CONTRACTOR SHALL OBTAIN ALL PERMITS FROM THE D.0.B. PRIOR TO START OF WORK. : .
. APARTMENT UNIT ARE NOT BEING COMBINED. \ 3/8" PLATE BLOCKING
. ALL MATERIALS TO COMPLY WITH NYC DEPARTMENT OF BUILDINGS FLAME SPREAD RATINGS. CONTINUOUS EXISTING
. THE G.C. IS TO COMPLY WITH ALL TERMS, CONDITIONS, RULES AND REGULATIONS COVENANTS, TIMBER

AND CODES GOVERNING THIS PROJECT. JOISTS

o Ul WN—

\ [ MEP ENGINEER:
/ CONSULTING ENGINEER
139 FULTON STREET, SUITE 307

NEW YORK, NY 10038

3/4" DIA. BOLTS Ph: 212.732.9300

EMBED 13" WITH Fx: XXX XXX XXXX
EPOXY HY20 | STRUCTURAL ENGINEER:
ADHESIVE
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ANTHONY GENNARO, P.E.

1 |STRUCTURAL GENERAL NOTES 6 |LINTEL SECTION 11/ TIMBER JOISTS SUPPORT DETAIL N MANALAPAN, N 07726

FX: (732-972-7562)
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CONNECTING N 1" BNNG NEW YORK, NY 10007
ANGLES pLXAE
N 1-0" B 12"x12"x 1/2"
> 7 COLUMN BASE PLATE | DRAWING TITLE:
BEAM TO BEAM )
CONNECTION

INSTALLATION PROCEDURE:

1. INSTALL SHORING AS PER DETAIL. © Copyright 2007 Anthony Gennaro, P.E., P.C.
2. WORK ONE FACE OF OPENING AT A TIME. All Rights Reserved STRUCTURAL GENERAL NOTES
3. INSTALL BEARING PLATES. IT IS A VIOLATION OF THE LAW FOR ANY PERSON, UNLESS ACTING
4. INSTALL (2)W8x31 LINTELS. UNDER THE DIRECTION OF THE LICENSED ENGINEER, TO ALTER AN
5. REEAT [ROCEDURE AT OPPOSITE FACE OF WALL. ITEM IN ANY WAY.
6. TRANSFER ALL LOADS WITH NON SHIRINK GROUT. IF AN ITEM BEARING THE ENGINEERING SEAL OF THE LICENSED .
7. REMOVE SHORING. ENGINEER IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO FILE: DRAWING NUMBEF
HIS ITEM HIS SEAL AND THE NOTATION "ALTERED BY" FOLLOWED BY
HIS SIGNATURE AND THE DATE OF SUCH ALTERATION, AND A SPECIFIC DATE:
DESCRIPTION OF THE ALTERATION. 11.26.07

> BEAM TO BEAM CONNECTION DETAIL _ | 7 ALINTEL SECTION \_ |12 |BRACING & SHORING DETAIL | | BE | SO0
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